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TRIPLEX PUMPS > POMPE A PISTONI TRIPLEX » BOMBAS DE PISTONES TRIPLEX

ZWD-K
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Codice Modello ® =
Codigo Modelo 2
“ rpm I/min US gpm bar psi Mpa HP kW kg Ib
6305 0151 ZWD-K 3030 G 1 3400 11,0 3,0 207 3000 20,7 6,0 4,4 7,9 17,4
6305 1650 ZWD-K 3035 G 1 3400 11,0 3,0 240 3500 24,0 7,0 51 7,9 17,4
6305 0450 ZWD-K 3530 G 1 3400 13,0 3,4 207 3000 20,7 6,5 4.8 7,9 17,4
6305 1750 ZWD-K 3535 G 1 3400 13,0 3,4 240 3500 24,0 7,6 5,6 7.9 17,4
6305 1052 ZWD-K 3540 G 1 3400 13,0 3,5 276 4000 27,6 9,5 7,0 7,9 17,4
6305 0652 ZWD-K 4030 G 1 3400 15,0 4,0 207 3000 20,7 75 5,5 7,9 17,4
6305 1850 ZWD-K 4035 G 1 3400 15,0 4,0 240 3500 24,0 8,7 6,4 7.9 17,4
6305 1504 ZWD-K 4040 G 1 3400 15,0 4,0 276 4000 27,6 11,0 8,2 7,9 17,4
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The model ZWD-K 4040G is equipped with EASY-START device. / Il modello ZWD-K 4040G ¢ dotato di dispositivo EASY-START. / El modelo ZWD-K 4040G se ha
equipado con el dispositivo EASY-START.
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